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1. What is the minimum number of PG Binder Samples Required on a Project?
1. No minimum
1. 1
1. 2
1. 4

2. Longitudinal Joint Density Cores are taken 1 per lot, and are taken _____ from the edge (Inside or Outside).
1. 0”
1. 1”
1. 2”
1. 4”

3. Are Tensile Strength Ratio (TSR) sample pucks required for a SPS mix?
1. Yes
1. No

4. Can SPR samples be obtained at the plant?
1. Yes – (SPR, SPS, and SPH samples can be obtained at the plant)
1. No – (Only SPS samples can be obtained at the plant)

5. For the 2015 Contractor Superpave Software, the Red boxes in the Lab Calculations Sheet should _________
1. only be filled in when directed by NDOR Quality Assurance Lab Personnel
1. be reviewed during the project and at completion by the contractor and NDOR to ensure that they are not accidentally filled in
1. be filled in for each sublot
1. Both a & b


Please send an email with your answers to the test to matt.beran@nebraska.gov.  Be sure to note your Name, Company, and mailing address for the certificate.

Once received, I will reply to let you know if you passed or failed (You must get 4 or more correct).  Paper Certificates will be mailed out quarterly.

If you have any question, feel free to contact me at 402-479-4663, or matt.beran@nebraska.gov


